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NOTES:

1. BENCH TO BE DUMOR 35 SERIES, 6" WESTERN RED
CEDAR WITH §-1 EMBEDMENT

2. ALL COMPONENTS ARE MADE OF ALL STEEL MEMBERS
COATED W/ ZINC RICH EPOXY THEN FINISHED w/
POLYESTER POWDER COATING

3. OR APPROVED EQUAL

.LOCAL REPRESENTATIVE
ARBOR ASSOCIATES, INC.
P.0. BOX 850698
STERLING, VA 20165

w; A 703-437-7333
L P $4051 T -FOH Free: 8@0“926"1596
P P v v Fax. 705-437-0743
R AN Em% s E-Mail: greg@arborrec.com
. v S

ok o il B
; o & ”%}i'_'_m__ﬂ; m,‘_w'_ji"""*“ MANUFACTURERS TO BE:
3 O pmd 3B PLOOR 053 G gggi DuMor, inc.
= P.O. Box 142 PHONE: 717-436-2106 FAX:

) Mifflintown, PA 17058 717-4356-9839
/1 \6 BENCH 02-005A
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BRICK PAVEMENT
SECTION

/— BRICK PAVERS

e E@/‘fﬁ@;{ COAT
N e

A 3/4" BITUMINOUS SETTING BED.

CUTBACK ASPHALT PRIMER .
CONCRETE OR ASPHALT BASE
STONE SUBBASE (AASHTO a3, HO.57)

CGM@&CTEE Si}&&{’ﬂ{}{

\L30_/ PLaN AND SECTON o - | C NS

1/8'1/4" WIDE TOOLED OR SAWCUT SCORE,
1/5-1/4 OF SLAB THICKNESS IN DEPTH WITH
ROUND EDGES, 1/4”-1/2" RADIUS IF TOOLED

4" CONC. PAVEMENT, REINF. AS REQUIRED

4" AGGREGATE BASE

= PREPARED SUBGRADE

/7 \CONCRETE PAVING CONTROL JOINT 03001

30/ secTion

\ANNAPOLIS BRICK PAVER CROSSWALK (R 2.1) 03-0208

?” — EQMO”

NOTES:
1. DEPTH .OF ?GGTENG ,‘24"

2. 'HANDRAILS TO BE PRO‘AD{D ON STEPS WHERE:THERE ARE
~ THREE OR MORE RESERS .
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3. HEIGHT OF RISER 7" OR-AS. SHOWN.
-4, STEELTO-BE' USED N STEPS ‘WHERE . THE NUMBER OF RISERS
- EXCEEDS 5.
5 2~1 /4" METAL SLEEVE FE}R HANDRIALS - WHﬁRE THERE ARE
- MORE: THAN ‘THREE RlSERS

NUMBER OF BARS A’

 REBAR B (4 SIZE)

. BAR A" (44 SIZE)-

SECTION 'A-A’

Nw?u‘Nwﬁ N=7 [N=8 [N=9 [N=TO|N=11] N-12]N-13
W3 3|45 |5 |6 |6 |77 |3
-4t 2156|717 18 8 09|10

Pl 70899 w0]n]|n

No= NUMBER OF RSERS EXCLUSEVE OF LANDING.
FOR OTHER WIDTH, THE APPROXIMATE SPACING OF BARS A" IN
INCH IS EQUAL-TO- 8@/&. WITH A" MIN. SPACING OF 6”

. B.-ALL STRUCTURAL ELEMENTS TO CONFGRM TO THE DISTRICT
2-1/4" METAL OF COMLUMBIA BUILDING CODE.
SLEEVE 7. ALL STRUCTURAL ELEMENTS TO -BE REVIEWED BY

o ‘ S}'RUC'{URM_ ENGINEER BASED :ON . GEOTECHNICAL REPORTS

 *5 ;60NCRETE STAIR REINFORCEMENT 050044

\L.3.0 / secTiow T — 3200

4’ CONCRETE STOOP

HANDRAIL TO BE LOCATED ON BOTH SIDE OF STA
WHERE ‘REQUIRED

TOP RISER (CONCRETE STOOP) TO BE VERTICAL

HEIGHT OF TOP OF HANDRAIL TO BE MAX. 38" AND
MIN. 34', TOP RAIL 2 1/4” WIDE

HANDRAIL FITTING MODEL NO. 4441-S (STRAIGHT LAMBS -

FOR FURTHER SPECIFICATIONS
INSERT VERTICAL POSTS IN METAL PIPE SLEEVE AND - .
NON=SHRINKING GROUT IN CHEEK WALL.-(INTERMEDIATE
POST AS NEEDED PER CHART)

=

ALl 4" CONCRETE WALK

== e O _ 4" AGGREGATE BASE

b idﬂ‘[[._ Q; L‘g?;%]mlﬁl E—E | R B o eyxpansion JOINT TYPICAL

_.a“mﬂimjlm]; Hif e e
ﬂ' T oo IR s CONCRETE FOOTING REINFORCED AS
Lol R BT - BT REQURED
SCALE: 1/2" = 10" AR Uil PREPARED SUBGRADE

4 _én ér 6»

/3\CONCRETE STOOP, STAIRS, AND HANDRAIL

11" X 7 TREAD/RISER TYPICAL (SEE STEP DETAL) =

- NOTES:
© 2 ALL STRUCTURAL ELEMENTS TO CONFORM WITH DISTRICT

/ PLAN AND SECTION

~"OF COLUMBIA BUILDING CODE.

- CLEANED PRIOR TO- PAINTING.

TONGUE) MALLEABLE JRON OR APPROVED ‘EQUAL. - SEE BLGW u?;z o

U ‘USE INTERMEDIATE POSTS AS FOLLOWS
1 RISER NO HANDRAIL
Sl 2 RISERS NO HANDRAIL
| SRISERS | NO INTERMEDIATE
[ 4RISERS | NO INTERMEDIATE
| 5RISERS. | ON 3RD RISER
| BRSERS | ON 3RD RISER
| 7RISERS |ON ZND AND 5TH RISER
| BRISERS |ON 2ND AND 5TH RISER

2. AL STRUCTURAL ELEMENTS TO BE REVIEWED BY
T USTUCTURAL ENGINEER BASED ON GEOTECHNICAL REPORTS.
-3 ALL FIELD WELDING SHALL BE GROUND SMOOTH AND

S8 INTERMEDIATE POSTS FOR HANDRAIL SHALL BE PROVIDED
U PER CHART.

}/3)) - ,i! - O”

CONCRETE STAR  —"

STER DETAL
'**:':SCALE:- 1= 10"

HANDRAIL -‘MCULDING (JULIUS
BLUM- #4441-5 OR.
APPROVED EQUAL) FASTENED:

T0 TGP OF 1-1/2" CONT.
CHANNEL.

1-1/2" SQUARE STEEL ——
CHANNEL (CONTINUOUS)

4 3/4”

AVAILABLE FROM:
JULIUS BLUM- AND CO., INC. OR
APPROVED EQUAL

P.O BOX 816

CARLSTADT, NJ 07072-0816
B00=-526-6293

w SECTION

THESE PLANS ARE BASED UPON PLANS TITLED 'ARIS ALLEN. BOULEVARD, LLC MIXED
RESIDENTIAL’ CREATED BY BOWMAN CONSULTING, PORTIONS OF WHICH ARE USED HEREIN.

SCALE AS SHOWN

06—003a (B \D ORNAMENTALFENCEii"

PERMALOC

et

PERMALOC CORPORATION, 13505 BARRY STREET H I Ty
(800) 356-9660 PHONE: (616) 399~9600 fcx::-_..-__:(-a M 7. CoNNECTOR
| SP%KE

SIZE AND FINISH:

He X 27 (4.8MM X S7MM)
w/ 0.210" (5.33MM) TOP LIP
(MF) MILL FINISH=NATURAL ALUMINUM

NOTES:

INSTALL PER MANUFACTURER’S "INSTALLATION
GUIDELINES”

CONNECTION BETWEEN SECTIONS TO UTILIZE
MANUFACTURERS SLIDING CONNECTOR SYSTEM.
CORNERS: NOTCH BASE ONLY AND FORM A CONTINUOUS
CORNER.

PERMALOC STRUCTUREDGE AS MANUFACTURED BY
PERMALOC CORPORATION, HOLLAND Mi.

(800) 356-9660,

(616) 399-9600

CONTRACTOR'S NOTE:

FOR PRODUCT AND

PURCHASING INFORMATION

VISIT: WWW.PERMALOC. COM

~ ALUMINUM PAVING EDGE
(S \OVER AGGREGATE BASE

@ AXONOMETRIC /SECTION
A

ORNAMENTAL FENCE/GUARDRAL ————_____ | 1-"-’~zé§-"’ -

RETAINING WALL TO SLOPE S IS [ e Gl e
WITH GRADE N-;' LIe . o __:.:_--;;Nmes

B . 1. RETAINING WALL TO STEP
PRECAST CONCRETE ——— | |9 % [+ et WF?H GRADE.  SEE SITE
A T D GRADING PLAN FOR TOP OF
<Xy o WALL ELEVATIONS.
2. DESIGN'IS SCHEMATIC ONLY
- AND IS SUBJECT TO REVIEW
B AND MODIFICATION AS
- NECESSARY BASED ON SITE
© . SPECIFIC GEO=TECHNICAL DATA
- PRIOR TO" APPROVAL BY
- STRUCTURAL ENGINEER.
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HEIGHT VARIES SEE SITE PLAN FOR BOTTOM
AND TOP OF WALL ELEVATIONS. ALSC SEE PROFILE ON SHEET

2 MIN.

OR TO
FROST LINE
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5 ALLUMINUM ORNAMENTAL FENCE

. " MANUFACTURER TO BE:
£ : e L1555 N, MINGO

5 S UTULSA, OK 74116
- A=B00- 3218724
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' ; SH B L '_ATLANT!C FENCE- & SUPPLY. CO.
26875 WASHINGTON BLVD.
- CELKRIDGE, MD 21075
UTEL: 410-796-4747

3)“ 4"

NOTES:
"1, ECHELON PLUS ~ GENESIS 5 HIGH
o 3-RAIL X 8 (NOMINAL) PANEL
S0 COLOR-TO: BE-BLACK
3.7 NUTS TO BE TAMPER PROOF
4 5 YEAR MAINTENANCE FREE
A0 WARRANTY PROVIDED
5. AL GATE LATCHES 7O BE SELF
| -;*_LA"{CHiNG
: ' Bt S BDINSTALL PER MANUFACTURER'S
o 3 %" TYP. e M INSTRUCTIONS
d o P . ' il oo OR EQUAL
g Soiit 8- DESIGN 1S SCHEMATIC ONLY. ALL
- 'STRUCTURAL ITEMS - TO BE REVIEWED
~“BY STRUACTURAL ENGINEER.
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HT © 2014, McLAREN ENGINEERING GROUP

REVISION

DATE

NO.

Mclaren Technical Services, Inc.

601 East Pratt Street, Suite 302 Baltimore, Marytand 21202
T. {410) 243-8787 F. (410) 243-4956 www.mgmclaren.com
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6TH ELECTION DISTRICT

CITY OF ANNAPOLIS, MARYLAND

|| TAX MAP/GRID: 51E/8
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ENGIREER UNUERTHE LAWS OF THE STRTE OF
LD,
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